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Model Touch TD1100 (65/90) QuickScan Lite QW2400 QuickScan 2400 Heron HD3130/3430 RIDA Gryphon I GD4100/GD4200 Gryphon I GD4500 PowerScan Retail

Description

Type Linear imager Imager Imager Linear imager / imager Imager Linear imager Imager Imager

Dimensions 160 × 84 × 58 mm / 
170 × 104 × 67 mm 171 × 71 × 66 mm 163 × 91 × 41 mm 152 × 153 × 68 mm 113 × 42 × 28 mm 181 × 71 × 100 mm 166 × 68 × 109 mm 212 × 110 × 74 mm

Weight 130 g / 153 g 120 g 145 g 150 g 85 g 169 g 161 g 330 g

Case material ABS + Polycarbonate – ABS + Polycarbonate ABS + polycarbonate ABS + polycarbonate ABS + polycarbonate – ABS + polycarbonate

Light source LED array 640 nm 1 Blue LED and White LED 
350–770 nm Red LED 610–650 nm Red LED 640 nm / 

650 nm VLD 650 nm VLD LED array 630–670 nm 650 nm VLD 630–680 nm VLD

Max. resolution 0.102 mm / 4 mil 0.102–0.191 mm 0.102 mm 0.10 mm 4 mils 0.076 mm / 3 mils 0.077–0.195 mm (HR/SR) 1D: 4 mils, 2D: 7.5 mils

Scan rate – – – 270 scans/sec. – 325 scans/sec. – –

Print contrast ratio Min. 25% Min. 20% Min. 25% Min. 15% Min. 15% Min. 15% Min. 15% Min. 15%

Reading range Max. 150 mm Max. 300 mm Max. 350 mm Max. 600 mm Max. 390 mm Max. 800 mm Max. 710 mm Max. 850 mm

Decoding capability All common 1D 
barcodes

All common 1D & 2D 
barcodes

All common 1D & 2D 
barcodes

All common 1D & 
2D barcodes

All common 1D & 
2D barcodes

All common 1D 
barcodes

All common 1D & 2D barcodes, 
digital watermarking, OCR 

All common 1D & 
2D barcodes

Reading indicators LED, beeper Green Spot, LED, beeper Green Spot, LED, beeper
Green Spot, side  
and upper illumination, 
LED, beeper

Green Spot, side and 
upper illumination, 
LED, beeper, vibration

Green Spot, LED, beeper Green Spot, LED, beeper 3GL, Green Spot, 
LED, beeper

Reading mode  
Graphic formats

Linear BMP, JPEG, TIFF BMP, JPEG, TIFF Linear / BMP, JPEG, TIFF BMP, JPEG, TIFF – BMP, JPEG, TIFF –

Programming 
(manual)

Programming barcodes Programming barcodes

Programming 
(automatic)

S/W commands S/W commands S/W commands S/W commands S/W commands S/W commands S/W commands S/W commands

Configuration Win configuration Win configuration Win configuration Win configuration Win configuration Win configuration Win configuration Win configuration

Interfaces USB, RS-232, 
KBW, Wand USB, RS-232, KBW USB, RS-232, KBW, IBM RS-232, USB-COM,  

USB-HID, IBM, KBW Bluetooth 4.0 RS-232, IBM 46XX, 
USB, KBW, Wand RS-232, USB, KBW RS-232, USB-COM, 

USB-HID, KBW

Power supply / 
Consumption

5V DC ± 10%, 140 mA 5V DC ± 10%, 170 mA 4.5–14V DC ± 10%,
140mA 5V DC ± 5%, < 300 mA – 4.75 to 5.25V DC, 245 mA 4.5 to 14.0V DC 5V DC ± 10%, 335mA

Operating temp. 0 to 50° C 0 to 50° C 0 to 50° C 0 to 50° C 0 to 50° C 0 to 55° C 0 to 50° C -20 to 50° C

Storage temp. -20 to 70° C -20 to 70° C -40 to 70° C -20 to 70° C -20 to 70° C -20 to 70° C -40 to 70° C -40 to 70° C

Humidity 95% non-condensing 0–95% non-condensing 95% non-condensing 90% non-condensing 95% non-condensing 90% non-condensing 0–95% non-condensing 95% non-condensing

Drop resistance 1.5 m to concrete 1.5 m to concrete 1.5 m to concrete 1.5 m to concrete 1.5 m to concrete 1.8 m to concrete 1.8 m to concrete 2.0 m to concrete

Protection IP30 IP42 IP42 IP40 IP52 IP52 IP52 IP65

Options – – Available as Bluetooth 
and radio version – Available in different colours; 

healthcare version
Available as Bluetooth, radio 
and healthcare versions

Available as standard range, 
high density, Bluetooth, radio 
and healthcare versions

Available as Bluetooth 
and radio version

Target groups Retail, public sector, office
Retail, light manufacturing, 
document processing, 
banking finance

Retail, public sector, 
banking finance, healthcare Retail Retail, healthcare

Retail, distribution, 
manufacturing, healthcare, 
public sector

Retail, light manufacturing, 
document processing, banking 
finance, healthcare

Retail, healthcare, 
commercial services

Datalogic QuickScan Lite QW2100

Datalogic Product Overview

Handheld Scanners Retail
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Learn more about the Datalogic  
QuickScan Lite QW2100 on Page 47.

Datalogic QuickScan QD2131

Learn more about the Datalogic  
QuickScan QD2131 on Page 48.
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Model Touch TD1100 (65/90) QuickScan Lite QW2400 QuickScan 2400 Heron HD3130/3430 RIDA Gryphon I GD4100/GD4200 Gryphon I GD4500 PowerScan Retail

Description

Type Linear imager Imager Imager Linear imager / imager Imager Linear imager Imager Imager

Dimensions 160 × 84 × 58 mm /
170 × 104 × 67 mm 171 × 71 × 66 mm 163 × 91 × 41 mm 152 × 153 × 68 mm 113 × 42 × 28 mm 181 × 71 × 100 mm 166 × 68 × 109 mm 212 × 110 × 74 mm

Weight 130 g / 153 g 120 g 145 g 150 g 85 g 169 g 161 g 330 g

Case material ABS + Polycarbonate – ABS + Polycarbonate ABS + polycarbonate ABS + polycarbonate ABS + polycarbonate – ABS + polycarbonate

Light source LED array 640 nm 1 Blue LED and White LED 
350–770 nm Red LED 610–650 nm Red LED 640 nm / 

650 nm VLD 650 nm VLD LED array 630–670 nm 650 nm VLD 630–680 nm VLD

Max. resolution 0.102 mm / 4 mil 0.102–0.191 mm 0.102 mm 0.10 mm 4 mils 0.076 mm / 3 mils 0.077–0.195 mm (HR/SR) 1D: 4 mils, 2D: 7.5 mils

Scan rate – – – 270 scans/sec. – 325 scans/sec. – –

Print contrast ratio Min. 25% Min. 20% Min. 25% Min. 15% Min. 15% Min. 15% Min. 15% Min. 15%

Reading range Max. 150 mm Max. 300 mm Max. 350 mm Max. 600 mm Max. 390 mm Max. 800 mm Max. 710 mm Max. 850 mm

Decoding capability All common 1D 
barcodes

All common 1D & 2D 
barcodes

All common 1D & 2D 
barcodes

All common 1D & 
2D barcodes

All common 1D & 
2D barcodes

All common 1D 
barcodes

All common 1D & 2D barcodes, 
digital watermarking, OCR 

All common 1D & 
2D barcodes

Reading indicators LED, beeper Green Spot, LED, beeper Green Spot, LED, beeper
Green Spot, side 
and upper illumination, 
LED, beeper

Green Spot, side and 
upper illumination, 
LED, beeper, vibration

Green Spot, LED, beeper Green Spot, LED, beeper 3GL, Green Spot, 
LED, beeper

Reading mode 
Graphic formats

Linear BMP, JPEG, TIFF BMP, JPEG, TIFF Linear / BMP, JPEG, TIFF BMP, JPEG, TIFF – BMP, JPEG, TIFF –

Programming
(manual)

Programming barcodes Programming barcodes

Programming
(automatic)

S/W commands S/W commands S/W commands S/W commands S/W commands S/W commands S/W commands S/W commands

Configuration Win configuration Win configuration Win configuration Win configuration Win configuration Win configuration Win configuration Win configuration

Interfaces USB, RS-232, 
KBW, Wand USB, RS-232, KBW USB, RS-232, KBW, IBM RS-232, USB-COM, 

USB-HID, IBM, KBW Bluetooth 4.0 RS-232, IBM 46XX, 
USB, KBW, Wand RS-232, USB, KBW RS-232, USB-COM, 

USB-HID, KBW

Power supply / 
Consumption

5V DC ± 10%, 140 mA 5V DC ± 10%, 170 mA 4.5–14V DC ± 10%,
140mA 5V DC ± 5%, < 300 mA – 4.75 to 5.25V DC, 245 mA 4.5 to 14.0V DC 5V DC ± 10%, 335mA

Operating temp. 0 to 50° C 0 to 50° C 0 to 50° C 0 to 50° C 0 to 50° C 0 to 55° C 0 to 50° C -20 to 50° C

Storage temp. -20 to 70° C -20 to 70° C -40 to 70° C -20 to 70° C -20 to 70° C -20 to 70° C -40 to 70° C -40 to 70° C

Humidity 95% non-condensing 0–95% non-condensing 95% non-condensing 90% non-condensing 95% non-condensing 90% non-condensing 0–95% non-condensing 95% non-condensing

Drop resistance 1.5 m to concrete 1.5 m to concrete 1.5 m to concrete 1.5 m to concrete 1.5 m to concrete 1.8 m to concrete 1.8 m to concrete 2.0 m to concrete

Protection IP30 IP42 IP42 IP40 IP52 IP52 IP52 IP65

Options – – Available as Bluetooth 
and radio version – Available in different colours; 

healthcare version
Available as Bluetooth, radio 
and healthcare versions

Available as standard range, 
high density, Bluetooth, radio 
and healthcare versions

Available as Bluetooth 
and radio version

Target groups Retail, public sector, office
Retail, light manufacturing, 
document processing, 
banking finance

Retail, public sector, 
banking finance, healthcare Retail Retail, healthcare

Retail, distribution,  
manufacturing, healthcare, 
public sector

Retail, light manufacturing, 
document processing, banking 
finance, healthcare

Retail, healthcare,  
commercial services

Datalogic QuickScan QM/QBT2131

Learn more about the Datalogic  
QuickScan QM/QBT2131 on Page 48
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Learn more about Datalogic Gryphon 
Healthcare products on Page 52
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Model PowerScan PD9100 PowerScan PBT9100 PowerScan PM9100 PowerScan PD9300 PowerScan PBT9300 PowerScan PM9300

Description

Type Linear imager Linear imager Linear imager Laser Laser Laser

Dimensions 212 × 110 × 74 mm Scanner: 212 × 110 × 74 mm
Cradle: 240 × 108 × 95 mm 

Scanner: 212 × 110 × 74 mm 
Cradle: 240 × 108 × 95 mm 207 × 114 × 69 mm Scanner: 212 × 110 × 74 mm, 

Cradle: 240 × 108 × 95 mm
Scanner: 212 × 110 × 74 mm, 
Cradle: 240 × 108 × 95 mm

Weight 340 g 405 g 405 g 295 g 380 g 380 g

Max. Resolution 0.0635 mm 0.0635 mm 0.0635 mm 0.076 mm 0.076 mm 0.076 mm

Reading range 2300 mm 2300 mm 2300 mm 12500 mm 12500 mm 12500 mm

Decoding capability All common 1D barcodes All common 1D barcodes All common 1D barcodes All common 1D barcodes All common 1D barcodes All common 1D barcodes

Reading indicators 3GL, beeper 3GL, beeper 3GL, beeper 3GL, beeper 3GL, beeper 3GL, beeper

Interfaces USB, RS-232, KBW USB, RS-232, KBW, Ethernet USB, RS-232, KBW, 
Ethernet, RS485 USB, RS-232, KBW USB, RS-232, KBW, Ethernet USB, RS-232, KBW, 

RS485, Ethernet

Power supply/ 
Consumption 4.5–30V DC, 440 mA 5–30V DC, 1A @ 10V DC 5–30V DC, 1A @ 10V DC 4.5–30V DC, 360mA @ 5V DC 5–30V DC, 1A @ 10V DC 5–30V DC, 1A @ 10V DC

Operating temp. -20 to 50° C -20 to 50° C -20 to 50° C -20 to 50° C -20 to 50° C -20 to 50° C

Drop resistance 2 m to concrete 2 m to concrete 2 m to concrete 2 m to concrete 2 m to concrete 2 m to concrete

Protection IP65 IP65 IP65 IP65 IP65 IP65

Options – – 3-key / 16-key keypad, display AR AR AR, 3-key /16-key keypad, display 

Target groups Warehouses, logistic centers, manufacturing plants Warehouses, logistic centers, manufacturing plants

Handheld Scanners Industry

Handheld Scanners Industry

Datalogic Product Overview

Model PowerScan PD9500 PowerScan PBT9500 PowerScan PM9500

Description

Type Area imager Area imager, Bluetooth Area imager, mobile

Dimensions 212 × 110 × 74 mm Scanner: 212 × 110 × 74 mm
Cradle: 240 × 108 × 95 mm 

Scanner: 212 × 110 × 74 mm
Cradle: 240 × 108 × 95 mm 

Weight 330 g 380 g 380 g

Max. resolution 0.102 mm 0.102 mm 0.102 mm

Reading range Max. 850 mm Max. 850 mm Max. 850 mm

Reading range AR Up to 20 m Up to 20 m Up to 20 m

Decoding capability All common 1D & 2D barcodes All common 1D & 2D barcodes All common 1D & 2D barcodes

Reading indicators 3GL, beeper 3GL, beeper 3GL, beeper

Interfaces USB, RS-232, KBW USB, RS-232, KBW, Ethernet USB, RS-232, KBW, Ethernet

Power supply/ 
Consumption

5V DC ±10%, 335 mA 5V DC ±10%, 500 mA 5V DC ±10%, 500 mA

Operating temp. -20 to 50° C -20 to 50° C -20 to 50° C

Drop resistance 2 m to concrete 2 m to concrete 2 m to concrete

Protection IP65 IP65 IP65

Options DPM, high density, long range DPM, high density, long range DPM, high density, long range

Target groups Warehouses, logistic centers, 
manufacturing plants

Warehouses, logistic centers, 
manufacturing plants

Warehouses, logistic centers, 
manufacturing plants

Page 54 Page 54 Page 54
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Model PowerScan PD9100 PowerScan PBT9100 PowerScan PM9100 PowerScan PD9300 PowerScan PBT9300 PowerScan PM9300

Description

Type Linear imager Linear imager Linear imager Laser Laser Laser

Dimensions 212 × 110 × 74 mm Scanner: 212 × 110 × 74 mm
Cradle: 240 × 108 × 95 mm 

Scanner: 212 × 110 × 74 mm
Cradle: 240 × 108 × 95 mm 207 × 114 × 69 mm Scanner: 212 × 110 × 74 mm, 

Cradle: 240 × 108 × 95 mm
Scanner: 212 × 110 × 74 mm, 
Cradle: 240 × 108 × 95 mm

Weight 340 g 405 g 405 g 295 g 380 g 380 g

Max. Resolution 0.0635 mm 0.0635 mm 0.0635 mm 0.076 mm 0.076 mm 0.076 mm

Reading range 2300 mm 2300 mm 2300 mm 12500 mm 12500 mm 12500 mm

Decoding capability All common 1D barcodes All common 1D barcodes All common 1D barcodes All common 1D barcodes All common 1D barcodes All common 1D barcodes

Reading indicators 3GL, beeper 3GL, beeper 3GL, beeper 3GL, beeper 3GL, beeper 3GL, beeper

Interfaces USB, RS-232, KBW USB, RS-232, KBW, Ethernet USB, RS-232, KBW, 
Ethernet, RS485 USB, RS-232, KBW USB, RS-232, KBW, Ethernet USB, RS-232, KBW, 

RS485, Ethernet

Power supply/ 
Consumption 4.5–30V DC, 440 mA 5–30V DC, 1A @ 10V DC 5–30V DC, 1A @ 10V DC 4.5–30V DC, 360mA @ 5V DC 5–30V DC, 1A @ 10V DC 5–30V DC, 1A @ 10V DC

Operating temp. -20 to 50° C -20 to 50° C -20 to 50° C -20 to 50° C -20 to 50° C -20 to 50° C

Drop resistance 2 m to concrete 2 m to concrete 2 m to concrete 2 m to concrete 2 m to concrete 2 m to concrete

Protection IP65 IP65 IP65 IP65 IP65 IP65

Options – – 3-key /16-key keypad, display AR AR AR, 3-key / 16-key keypad, display 

Target groups Warehouses, logistic centers, manufacturing plants Warehouses, logistic centers, manufacturing plants

PowerScan 9300 Auto Range

The PowerScan 9300 Auto Range (AR) 
features an extended scanning capability 
enabling it to capture barcodes at a 

distance ranging from 9 cm to 11.5 m. 
Additionally boasting the high reading rate of 

a laser scanner, this makes handling flexible 
and time-saving! Learn more on Page 56.

PowerScan PD9531 Auto Range

The PowerScan PD9531 Auto Range (AR) 
captures 1D and 2D barcodes alike, and 
thanks to its auto focus technology at 
close range of 15cm up to a great distance 
of 20 m. Users thus accomplish their tasks 
in a flexible and efficient manner! Learn more 
on Page 56.
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Product Gryphon I GPS4400 Magellan 1500i Magellan 3200VSi Magellan 3450VSi 

Description

Dimensions 121 × 107 × 73 mm
Tilting Riser: 
6.0 × 7.5 × 15.0 cm  
Stand: 6.0 × 7.5 × 10.6 cm

142 × 152 × 82 mm 137 × 152 × 94 mm

Temperature 0 to 40° C
Operating: 0 to 40° C; 
Storage/Transport: 
-40 to 70° C

0 to 40° C 0 to 40° C

Sensor Imager Imager Imager Imager

Reading distance Max. 422 mm Max. 300 mm Max. 229 mm Max. 203 mm

Readable barcodes All common 1D & 2D 
barcodes, stacked codes

All common 1D & 2D bar-
codes, optional Digimarc 
barcodes/GS1 DW Code

All common 1D  
barcodes, 2D optional

All common 1D & 2D 
barcodes, stacked codes, 
digital watermarks

Power supply 5V DC, 175 mA 5V DC, <500 mA 90–264V AC, 47–63 Hz 100–240V AC, 50–60 Hz, 
3,8 Watt (operation)

Interfaces RS-232, IBM USB, USB 
COM, USB HID

USB Keyboard, USB COM, 
OEM (IBM) USB, RS-232 USB, RS-232, IBM 46xx USB, RS-232, IBM USB,

Certifications CDRH Class II, EN 60825-1 
Class 2, IEC 60825 Class 2 EN62471 and IEC62471 EN 55022-B (EU); electric: 

EN60 950 (TÜV EU)
EN62471,IEC62471 
Lamp Illumination

Presentation Scanners

Datalogic Product Overview
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Product Memor 20 Memor 1 Memor 10 Skorpio X4 Falcon X4 Joya Touch A6

Description

Dimensions 17.0 x 7.97 x 1.92 cm Handheld: 14.5 × 7.7 × 3.4 cm; 
Pistol-Grip: 14.5 × 7.7 × 11.6 cm 15.5 × 7.8 × 1.87 cm 193 × 76 × 42 mm 225 × 88 × 55 mm Handheld: 14.5 × 7.7 × 3.4 cm; 

Pistol-Grip: 14.5 × 7.7 × 11.6 cm

Weight 295 g Handheld: 275 g; Pistol-Grip: 305 g 285 g 388 g / 482 g (pistol grip) 602 g / 668 g (pistol grip) Handheld: 275 g; Pistol-Grip: 305 g

Display
18:9 ratio + 2nd display on top, 
capacitive 5.7" FHD touch 
screen, 1080 x 2160 pixels

4.3" full touch TFT-LCD colour display; 
FWVGA: 854 x 480 pixels; 16M colours, 
LED backlight

Capacitive 5" IPS HD touch screen, 
720 × 1280 pixels

LCD, 240 × 320 pixel, LED backlight, 
3.2" touch screen

65 K colours, backlight, 3.5" touchscreen, 
240 × 320 pixels

4.3" full touch TFT-LCD colour display; 
FWVGA: 854 x 480 pixels; 16M colours, 
LED backlight

Keyboard

Physical Keys: 2 side scan keys,  
Power On/Off, Volume Up/ 
Down, 3 Android soft keys 
Fingerprint sensor

Handheld: Home/scan fully programmable 
key Pistol-Grip: Home/scan fully program-
mable key, Scan Trigger key

Physical Keys: 2 side scan keys, 
Power On / Off, Volume Up / Down, 
3 user programmable

50 key alphanumeric /38 key functional / 
28 key numeric, backlight keyboard

29-key numeric /52-key alphanumeric with 
discrete navigation, backlight

Handheld: Home/scan fully programmable key
Pistol-Grip: Home/scan fully programmable key,
Scan Trigger key

Protection IP65, IP67 – IP65 IP64 IP65 –

Operating system Android  9 Android 8.1 Android 8.1 WEC7 or Android v4.4 WEC 7 or Android v4.4 Android 7.1

Processor Qualcomm Snapdragon 660 
2.2 Ghz Quadcore

Qualcomm SnapDragon 
1 GHz Quadcore 2 GHz Octacore TI OMAP4, 1 GHz TI OMAP4, 1 GHz Qualcomm Snapdragon Quadcore 1 GHz

RAM / Flash 4 GB / 64 GB 2 GB / 16 GB 3 GB / 32 GB 1 GB/8 GB 1 GB/8 GB 2 GB/16 GB

Local Area / Personal 
Area Network

WiFi 802.11ac,
Bluetooth v.5, BLE, NFC

WiFi 802.11a/b/g/n,
Bluetooth v4.0, BLE

WiFi 802.11ac,
Bluetooth v4.2, NFC, BLE

WiFi 802.11a/b/g/n,
Bluetooth v4.0, BLE

WiFi 802.11a/b/g/n, Bluetooth v2.1 (WEC7) 
or Bluetooth v4.0 (Android)

WiFi 802.11a/b/g/n,
Bluetooth v4.0, BLE

Battery

Removable battery pack 
with rechargeable Li-Ion 
batteries, 3.8V, 4,100 mAh 
(15.6 Watt/hours)

Removable battery pack with  
rechargeable Li-Ion batteries, 3.7V,  
3,000 mAh (12 Watt/hours) 
Wireless Charging: Fast charging or 
Standard charging

Removable battery pack 
with rechargeable Li-Ion 
batteries, 3.8V, 4,100 mAh 
(15.6 Watt/hours)

Removable battery pack with 
rechargeable Li-Ion batteries, 3.7V, 
3000 mAh (11.1 Watt/hours)

Removable battery pack with 
rechargeable Li-Ion batteries, 3.7V, 
5200 mAh(19.2 Watt/hours)

Removable battery pack with 
rechargeable Li-Ion batteries, 3.7V, 
3,000 mAh (12 Watt/hours)
Wireless Charging: Fast charging or 
Standard charging

Barcodes All common 1D & 2D barcodes, 
Digimarc barcodes

All common 1D & 2D barcodes, 
Digimarc barcodes (optional) All common 1D & 2D barcodes All common 1D & 2D barcodes All common 1D & 2D barcodes All common 1D & 2D barcodes, 

Digimarc barcodes

Mobile Data Capture
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Product Magellan 3300HSi Magellan 3550HSi Magellan 93/9400i Magellan 9800i

Description

Dimensions 152 × 152 × 87 mm 152 × 152 × 87 mm 292 × 130 × 356 up to 508 
mm (depends on model) 152 × 152 × 87 mm

Temperature 0 to 40° C 0 to 40° C
Operating: 10 to 40° C; 
Storage/Transport: 
-40 to 70° C"

Operating: 10 to 40° C; 
Storage/Transport: 
-40 to 70° C"

Type Imager Imager Imager Imager

Reading distance Max. 102 mm Max. 102 mm Max.102 mm Max.102 mm

Readable 
Barcodes

All common 1D  
barcodes, 2D optional

All common 1D & 2D 
barcodes, stacked codes, 
digital watermarks

All common 1D & 2D bar-
codes, optional Digimark 
barcode (9400i series only)

All common 1D & 2D bar-
codes, optional Digimark 
barcodes / GS1 DW Code

Power supply 90–264V AC, 47–63 Hz, 
8.75 Watt (operation)

100–240V AC, 50–60 Hz, 
4 Watt (operation) 100–240VAC, 12 W AC Input: 100–240V AC, 

5–12 V

Interfaces USB, RS-232, IBM 46xx USB, RS-232, IBM USB,

Multi-Interface: OEM (IBM) 
USB, Plus Power RS-232 
(scanner) / RS-232 (scale), 
RS-232 (scanner) or Single 
Cable RS-232

OEM (IBM) USB, RS-232, 
USB Keyboard, USB Com, 
powered-USB Type A 

Certifications EN 60825-1 Class 1 LED; 
IEC 60825-1 Class 1 LED

EN62471 and IEC62471 
lamp illumination EC1907/2006 EN62471 and IEC62471

Stationary Scanners

Datalogic Product Overview
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Product Memor 20 Memor 1 Memor 10 Skorpio X4 Falcon X4 Joya Touch A6

Description

Dimensions 17.0 x 7.97 x 1.92 cm Handheld: 14.5 × 7.7 × 3.4 cm; 
Pistol-Grip: 14.5 × 7.7 × 11.6 cm 15.5 × 7.8 × 1.87 cm 193 × 76 × 42 mm 225 × 88 × 55 mm Handheld: 14.5 × 7.7 × 3.4 cm;  

Pistol-Grip: 14.5 × 7.7 × 11.6 cm

Weight 295 g Handheld: 275 g; Pistol-Grip: 305 g 285 g 388 g / 482 g (pistol grip) 602 g / 668 g (pistol grip) Handheld: 275 g; Pistol-Grip: 305 g

Display
18:9 ratio + 2nd display on top, 
capacitive 5.7" FHD touch 
screen, 1080 x 2160 pixels

4.3" full touch TFT-LCD colour display; 
FWVGA: 854 x 480 pixels; 16M colours, 
LED backlight

Capacitive 5" IPS HD touch screen, 
720 × 1280 pixels

LCD, 240 × 320 pixel, LED backlight, 
3.2" touch screen

65 K colours, backlight, 3.5" touchscreen, 
240 × 320 pixels

4.3" full touch TFT-LCD colour display;  
FWVGA: 854 x 480 pixels; 16M colours, 
LED backlight

Keyboard

Physical Keys: 2 side scan keys, 
Power On/Off, Volume Up/ 
Down, 3 Android soft keys 
Fingerprint sensor

Handheld: Home/scan fully programmable
key Pistol-Grip: Home/scan fully program-
mable key, Scan Trigger key

Physical Keys: 2 side scan keys, 
Power On/Off, Volume Up/Down, 
3 user programmable

50 key alphanumeric / 38 key functional / 
28 key numeric, backlight keyboard

29-key numeric / 52-key alphanumeric with
discrete navigation, backlight

Handheld: Home/scan fully programmable key 
Pistol-Grip: Home/scan fully programmable key, 
Scan Trigger key

Protection IP65, IP67 – IP65 IP64 IP65 –

Operating system Android  9 Android 8.1 Android 8.1 WEC7 or Android v4.4 WEC 7 or Android v4.4 Android 7.1

Processor Qualcomm Snapdragon 660 
2.2 Ghz Quadcore

Qualcomm SnapDragon
1 GHz Quadcore 2 GHz Octacore TI OMAP4, 1 GHz TI OMAP4, 1 GHz Qualcomm Snapdragon Quadcore 1 GHz

RAM/Flash 4 GB/64 GB 2 GB/16 GB 3 GB/32 GB 1 GB / 8 GB 1 GB / 8 GB 2 GB / 16 GB

Local Area/Personal 
Area Network

WiFi 802.11ac,
Bluetooth v.5, BLE, NFC

WiFi 802.11a/b/g/n,
Bluetooth v4.0, BLE

WiFi 802.11ac,
Bluetooth v4.2, NFC, BLE

WiFi 802.11a/b/g/n,
Bluetooth v4.0, BLE

WiFi 802.11a/b/g/n, Bluetooth v2.1 (WEC7) 
or Bluetooth v4.0 (Android)

WiFi 802.11a/b/g/n,
Bluetooth v4.0, BLE

Battery

Removable battery pack 
with rechargeable Li-Ion 
batteries, 3.8V, 4,100 mAh 
(15.6 Watt/hours)

Removable battery pack with 
rechargeable Li-Ion batteries, 3.7V, 
3,000 mAh (12 Watt/hours)
Wireless Charging: Fast charging or 
Standard charging

Removable battery pack 
with rechargeable Li-Ion 
batteries, 3.8V, 4,100 mAh 
(15.6 Watt/hours)

Removable battery pack with 
rechargeable Li-Ion batteries, 3.7V, 
3000 mAh (11.1 Watt/hours)

Removable battery pack with 
rechargeable Li-Ion batteries, 3.7 V, 
5200  mAh (19.2 Watt/hours)

Removable battery pack with 
rechargeable Li-Ion batteries, 3.7V,  
3,000 mAh (12 Watt/hours) 
Wireless Charging: Fast charging or 
Standard charging

Barcodes All common 1D & 2D barcodes, 
Digimarc barcodes

All common 1D & 2D barcodes, 
Digimarc barcodes (optional) All common 1D & 2D barcodes All common 1D & 2D barcodes All common 1D & 2D barcodes All common 1D & 2D barcodes, 

Digimarc barcodes
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Model Taskbook Rhino II Rhino II Android SH15 Blackline SH21 Blackline

Description

Display

7": WSVGA 1024 × 
600 Pixel; 10": WXGA 
1280 × 800 Pixel, 
capacitive multi-touch

10" SVGA, 800 × 600 
pixels, 400 cd/m2; 
10.4", XGA 1024 × 
768 pixels, 350 cd/m²; 
12.1" XGA, 1024 × 
768 pixels, 500 cd/m2

10.4", XGA 
1024 × 768 pixels, 
350 cd/m²;
12.1" XGA, 
1024 × 768 pixels, 
500 cd/m²

15", 
1024 × 768 pixels, 
400 cd/m²

21", 
1920 × 1080 pixels, 
300 cd/m²

Touchscreen 
Capacitive, multi-
touch, Corning
Gorilla Glass, 6 mm

Resistive, 4 Wire 
(Freezer model only), 
Capacitive (all OS), 
3 mm, non-reflect-
ing, hardened glass, 
gloves support

Capacitive, non-
reflecting, hardened 
glass, gloves support

Multi-Touch, 
Projective Capacitive Touch including 

glass front in carbon design

Protection IP65 IP65, IP67 IP65/IP67 IP65, IP67

Operating 
system

Windows 10 IoT 
Enterprise

Windows Embedded 
Compact 7 (WEC7), 
Windows Embedded 
Standard 7 (WES7), 
Windows 10 IoT

Android 7.1 Windows Embedded Standard 7 or 
Windows 10 IoT Enterprise

Processor Intel 1.46 GHz 
Dual-Core

1 GHz (WEC7 Stand-
ard models), 800 MHz 
(WEC7 Freezer mod-
els), Intel Atom E3826 
Dual Core 1.46 GHz 
(Windows 7/10)

Freescale NXP ARM 
Quad Core: 1 GHz

Intel Atom E3845 Quad Core 1.91 GHz; 
Intel i5-5350U Dual Core 1.8 GHz

RAM 4 GB / 32 GB WEC7: 1 GB 
Win 7/10: 4 GB 2 GB 4 GB (Quad Core); 

16 GB (i5)

Storage 32 GB (optional 
64/128 GB)

WEC7: 
32 GB SDHC,  
Win7/10: 
32 GB CFast SSD

8 GB eMMc 32 GB CFast SSD

Interfaces 1x USB-C

1× Ethernet, 
2× USB 2.0 Type A, 
1× USB 3.0 Type A 
(nur Win 7/10), 
1× USB 2.0 Type A, 
2× RS-232

Ethernet (RJ45), USB 
2.0 Type A, RS-232

2× RS-232, 1× USB 3.0,  
2× USB 2.0, Ethernet, 

Interfaces on top: 1× USB, 1× SDHC

Local Area 
Network

Wi-Fi 802.11 a/b/g/
n/ac/r (2,4 GHz and 
5 GHz)

Wi-Fi: 802.11a/b/g/n 
(2.4 GHz and 5 GHz), 
Cisco CCX v4, Wired 
Ethernet: 1× GbE, 
RJ-45

Wi-Fi: 802.11a/b/g/n  
(2.4 GHz and 5 GHz), 
Wired Ethernet: 
1× GbE, RJ-45

Wi-Fi: 802.11a/b/g/n (2.4 GHz and 5 GHz),  
Cisco CCX v4, Wired Ethernet: 1× GbE, RJ-45 

Function 
Buttons

SW customisable 
keyboard

4 programmable keys (S1-S4), 
SW customisable keyboard

4 programmable keys (S1-S4), 
SW customisable keyboard

Mounting
Docks for stationary  
or vehicle use, VESA: 
75 mm pattern

10° and 130° degree brackets for 
vehicle mounting, VESA: 75mm

Bracket for stationary 
and mobile use

Power Supply 12-48 VDC or
110/230 VAC 12V DC, 24–48V DC 12–48 V DC 12–48V DC or 

110/230V AC 110/230V AC

Backup Battery N/A
Optional backup 
battery for up to 
30 min. runtime

–
Optional backup 
battery for up to 
30 min. runtime

–

Weight
733 g (7 inch models)
1,4 kg (10 inch 
models)

3.4 kg (10 inch Freezer Models), 
3.6 kg (10 inch Standard Models), 
4.7 kg (12 inch Standard Models)

6.5 kg, 
Weight Core i5: 
+ 0.5 kg

10.8 kg, 
Weight Core i5: 
+0.5 kg

Option

Docking Station with 
lock, handgrip with 2D 
imager, hot swappable 
battery for handgrip

RAM Mount, External Keyboard, Tethered & 
Cordless Models via cradle and Bluetooth

Mounting Bracket, External Keyboard,
Tethered & Cordless Models via cradle 

and Bluetooth

Warehouse Tablet/Vehicle Mount Collection
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Model DLR-BT001 DLR-DK001 DLR-TL001 DLR-PR001

Description

Type Mobile RFID reader Desktop RFID reader RFID temperature logger UHF Long Range 
Portal Reader

Frequency range 865.6–867.6 MHz, 
902–928 MHz

865.6–867.6 MHz, 
902–928 MHz 860–928 MHz 865–867 MHz

Standards 
supported

EPC Global Class 1 
Gen 2 and ISO 18000-6C 
compliant

EPC Global Class 1 
Gen 2 and ISO 18000-6C 
compliant

EPC Global Class 1  
Gen 2 and ISO 18000-6C 
compliant

EPC Class 1 
Gen 2 and ISO 18000-6C 
compliant

Number of channels 4 (ETSI EN 302 208),  
50 (FCC part 15.247)

4 (ETSI EN 302 208),  
50 (FCC part 15.247) – –

Antenna Integrated linear antenna 
(horizontal)

Integrated circular 
polarised antenna – 4 TNC Reverse Polarity

Battery life Operating: 12 h; 
stand-by: 5 days – 1 year (typical) –

Reading range Up to 90 cm Up to 90 cm Up to 800 cm Up to 90 cm

ESD protection – 16 kV 16 kV –

Dimensions 99 × 54 × 20 mm 297 × 205 × 15 mm 107 × 107 × 87 mm 275 × 155 × 39 mm

Weight 57 g 525 g 31 g / 85 g 1.3 kg

Operating temp. 0 to 45 °C 0 to 50 °C -20 to 70 °C -10 to 50 °C

Warranty 12 months 12 months 3 months 12 months
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